












Global reach, local service

No matter where your facility is located,

Ingersoll Rand is committed to serving you

24-hours a day, seven days a week. Our

worldwide network of certified, factory-

trained technicians and engineers are a

phone call away. They are ready to support

you with innovative and cost-effective

service solutions that will keep you 

running at peak performance. 

AirCare Advantage

We understand that uptime is critical to your operation. That’s why we 

offer AirCare Advantage — a responsive, flexible contract maintenance

program custom-designed to provide factory-authorized scheduled

maintenance that ensures increased system reliability. AirCare Advantage

helps eliminate unscheduled downtime and relieves you of costly investments

in monitoring equipment and ongoing training. The program also provides 

a thorough knowledge of compressor technology.

Count on Ingersoll Rand 

for all your aftermarket needs

Air quality
• Filtration

• Dryers

• Point-of-use air treatment

• Air sampling test kits

• Dew point meters

Environmental
• Condensate management

• Lubricants

• Water filtration

Installation
• SimplAir piping system

• Fusible disconnects

• Intelliflow system pressure control

• Drains

Maintenance
• Hard parts

• Consumables

• PM contracts

Power management
• Variable speed drives

• Line reactors

• Safety switches

Energy efficiency
• System air pressure controllers

• Automated air system controls

• No-loss drains

• System audits



60 Hz performance

Mass 
Rated Pressure Nominal Power   Capacity Air-cooled Water-cooled

Model psig bar hp kW cfm m3/min lb kg lbs kg

R90IU 100 6.9 125 93 647 18.3 6176 2802 6220 2822

R90IU 125 8.6 125 93 563 15.9 6176 2802 6220 2822

R90IU 140 9.7 125 93 511 14.5 6176 2802 6220 2822

R110IU 100 6.9 150 112 783 22.2 5841 2650 5885 2670

R110IU 125 8.6 150 112 690 19.5 5841 2650 5885 2670

R110IU 140 9.7 150 112 618 17.5 5841 2650 5885 2670

R150IU 100 6.9 200 149 1,004 28.4 7119 3230 3015 6645

R150IU 125 8.6 200 149 875 24.8 7119 3230 3015 6645

R150IU 140 9.7 200 149 837 23.7 7119 3230 3015 6645

50 Hz performance

Mass 
Rated Pressure Nominal Power  Capacity Air-cooled Water-cooled

Model bar psig kW hp m3/min cfm kg lb kg lb

R90IU 7.5 109 90 121 16.7 590 2802 6176 2822 6220

R90IU 8.5 123 90 121 15.3 540 2802 6176 2822 6220

R90IU 10 145 90 121 14.0 495 2802 6176 2822 6220

R110IU 7.5 109 110 148 20.0 706 2802 6176 2822 6220

R110IU 8.5 123 110 148 19.2 678 2802 6176 2822 6220

R110IU 10 145 110 148 17.5 618 2802 6176 2822 6220

R132IU 7.5 109 132 177 23.5 830 3170 6987 3170 6987

R132IU 8.5 123 132 177 22.3 788 3170 6987 3170 6987

R132IU 10 145 132 177 21.0 742 3170 6987 3170 6987

R160IU 7.5 109 160 215 28.5 1,006 3230 7119 3015 6645

R160IU 8.5 123 160 215 26.0 918 3230 7119 3015 6645

R160IU 10 145 160 215 25.0 883 3230 7119 3015 6645

Dimensions mm in

Length 2600 102.5

Width 1661 65.5

Height 2330 92

Specifications

Category Description 90-160 kW

Controller Power Outage Restart Option (PORO) Optional

Programmable time-of-day operation Standard 

High-resolution graphical interface Standard 

Selectable units of measurement display Standard 

Automatic maintenance indication Standard 

Remote connectivity to building management system Standard 

Inlet modulation control Optional 

Built-in optimization sequencer Standard 

Environmental Heat recovery system Optional

Noise elimination enclosure Standard 

Designed to help meet ISO 14000 obligations   Standard 

Ductable intake and discharge Standard 

Coolant 8,000-hr life Ultra Coolant™ Standard 

Xtend food grade coolant Optional

Xtend filtration system Optional

Main Motor High efficiency TEFC / IP54 Standard 

High ambient rated (46° C / 115° F) Standard 

Space heaters Optional

Class F insulation B rise Standard 

Power Star-delta reduced voltage starter Standard 

Solid state reduced voltage starter Optional

Built-in transformer for control power Standard 

Phase monitor Optional

Auxiliary Systems Automatic electronic condensate drains Standard 

High efficiency package cooling system rated for 46° C (115° F) Standard 

Premium protection inlet filter Optional

Air-cooled aftercooler and coolant cooler Standard 

Water-cooled aftercooler and coolant cooler Optional

Coastal application with sea water coolers Optional

Leak-free piping and fittings Standard 

Airend High efficiency 4- to 6-rotor design Standard 

Duplex tapered roller bearings Standard 

Flanged discharge connection Standard 

Enclosure Outdoor modification Optional

Frost protection to -10º C Optional

Services 12-month full package factory warranty   Standard 

First service parts and coolant kit   Standard 

AirCare Advantage Customer Care Program Optional

Total Care Comprehensive Uptime Program Optional

System Support Oil / water separator Optional

No-loss condensate drains Optional

Safety switch disconnects Optional

Contact your Ingersoll Rand representative for more information.




